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Hose pumps can pump abrasive, corrosive and aggressive liquids 
with particles. To optimize the lifetime of the hose you need to 
enhance various factors that act together:

• pump speed 

• pump operating time (continuous/intermittent/occasional) 

• pump discharge pressure / shimming strategy

• the temperature of the liquid being pumped

These parameters combined with a precise tolerance lead to a better 
hose lifetime of 30% than other hoses on the market.

Longest lifetime

• less friction and lower heat build-up between the shoes  
and the hose

Better lubricant adhesion
Tapflo hose
- lubricant adheres

Other brands
- lubricant does not adhere

Exclusively European made
Crafted with the finest quality compounds
Manufactured according to the highest industry standards

Quality design
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THE HOSE
the main component of your hose pump 
Engineered by Tapflo 
for superior performance 



 
 
 

 

 EU DECLARATION OF CONFORMITY 01/ATEX/PXT/HEAD/2023 
 
Series: 
PXT(…)5...; PXT(…)10...; PXT(…)15...; PXT(…)20...; PXT(…)25...; PXT(…)32...; PXT(…)38...; 

PXT(…)40...; PXT(…)51...; PXT(…)60...; PXT(…)65…; PXT(…)80…; PXT(…)80L…; 

PXT(…)100…; PXT(…)125…;  
Manufactured by Tapflo Sp. z o.o., Poland for: Tapflo Group AB 

Filaregatan 4 
442 34 Kungälv, Sweden  

This declaration of conformity is issued under the sole responsibility of the manufacturer. 

 

Object of declaration: HIGH PRESSURE HOSE PUMP HEADS DESIGNED FOR USE IN 

POTENTIALLY EXPLOSIVE ATMOSPHERES  
 

The object of the declaration described above is in conformity with the relevant Union 

harmonisation legislation: 
➢ Directive 2006/42/EC of European Parliament and of the Council of 17 May 2006 on machinery 

➢ Directive 2014/34/EU of the European parliament and of the council of 26 February 2014 on 

Equipment or Protective System intended for use in potentially explosive atmospheres 

Applied harmonised  standards: ➢ EN ISO 80079-36:2016-07  ➢ EN ISO 80079-37:2016-07  

ATEX marking: 
 II 2G Ex h IIB T4 Gb II 2D Ex h IIIC T125ºC Db 

 

Notified body J.S. Hamilton Poland Sp. z o.o. performed type examination and issued 

certificate JSHP 23 ATEX 0018X 

 
 
 
 
 Signed for and on behalf of Tapflo Group AB 
 

 

 

 
Per Antonsson Chief Executive Officer Kungälv, 09.08.2023 
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Technical datasheet – PT 38  

  
Product images are for illustrative purposes only and may differ from the actual product. 

Certificates may vary depending on the material execution of a particular product. 

 

Materials, data and properties 
TECHNICAL DATA 

PT 38 Pump casing material 
Ductile cast iron EN-GJS-400 

Pump feet material 

Painted steel 
Painting standard 

ISO 12944-5, C3-M, RAL 5010 

Hose materials (wetted) 
NR, NBR, EPDM, CSM, NR FDA, NBR FDA, EPDM FDA 

Inserts materials (wetted) 
AISI 316L (standard), PP, PTFE, PVDF 

Inlet / Outlet connections 
EN1092-1 flange (DN40), Brackets compatible ANSI flange (1 ½” ) 

Inner hose diameter [mm] / [in] 
38 / 1.49 

Capacity [m3/h] / [US gpm/h] 
1.1-3.6 / 290-951 

Volume per revolution [ml] / [US gal] 
968 / 0.2557 

Max suction lift [m/bar] / [ft/psi] 
9.8/-0.9 / 32/-13.05 

Max discharge pressure [bar] / [psi] 
8 / 116 

Temperature range [oC] / [oF] 
-20 to +40 / -4 to 104 

Max liquid temperature* [oC] / [oF] 
0 – 65 (for continuous use) / 0 - 149 

Noise @ 1m distance [dB] 

70 
Pump weight [kg] / [lb] 

158 / 348 
Volume FDA lubricant [l] / [US gal] 

3 / 0.79 
Motor specifications 

230/400V, 4 Pole, 1400 rpm, IEC B5 50/60Hz, IP55 + PTC 

Gear motors [kW/rpm] 
1.5 / 20, 25, 31 2.2 / 34, 44, 50, 61 

 
 

*Pump can work with higher temperatures but hose lifetime might be reduced 

 
 
 

 

 

EC DECLARATION OF CONFORMITY 01/EU/PT/2023 
 
Series: 
PT(…)5...; PT(…)10...; PT(…)15...; PT(…)20...; PT(…)25...; PT(…)32...; PT(…)38...; PT(…)40...; 

PT(…)51...; PT(…)60...; PT(…)65…; PT(…)80…; PT(…)80L…;  PT(…)100…; PT(…)125…; 

 
Manufactured by Tapflo Sp. z o.o., Poland for: Tapflo Group AB 

Filaregatan 4 
442 34 Kungälv, Sweden  

This declaration of conformity is issued under the sole responsibility of the manufacturer. 

 
Object of declaration: HIGH PRESSURE HOSE PUMPS  

The object of the declaration described above is in conformity with the relevant Union 

harmonisation legislation: 
➢ Directive 2006/42/EC of European Parliament and of the Council of 17 May 2006 on 

machinery, amending Directive 95/16/EC; ➢ Directive 2014/30/EU of the European Parliament and of the Council of 26 February 2014 

on the harmonisation of the laws of the Member States relating to electromagnetic 

compatibility (recast); ➢ Directive 2014/35/EU of the European Parliament and of the Council of 26 February 2014 

on the harmonisation of the laws of the Member States relating to the making available 

on the market of electrical equipment designed for use within certain voltage limits; 

 
 

 
 
 
 
 
 
 Signed for and on behalf of Tapflo Group AB 
 

 

 

 
Per Antonsson Chief Executive Officer Kungälv, 01.06.2023 

 

 

 
Supplier:            Date of issue: 07.02.2024 

Tapflo Sp. z o.o.  Czatkowska 4B, 83-110 Tczew  Poland  
 

Declaration of Compliance 
 
 
Product: Hose NR FDA  
 
 
 
 
 
 
 
Food contact Material: Natural rubber (NR)   

Herewith we declare that the product specified herein is in compliance with the following food contact 

regulations: 
 
FDA, 21 CFR parts/sections 177.2600 (e)   
Regulation (EC) No 1935/2004 on materials and articles intended to come into contact with food as 

amended. 
NR complies with the safety aspects set out in Article 3(1)(a) of the Framework Regulation (EC) 

1935/2004 
Manufacturer has systems in place fulfilling the relevant aspects on traceability as required in article 17.1 

of Regulation (EC) No 1935/2004.  
Regulation (EU) No 2023/2006 Natural rubber (NR) components have been produced according to EU 

Commission Regulation no. 2023/2006 of 22. December 2006 on good manufacturing practices for 

materials and articles intended to come into contact with food (GMP). 
 
Regulation (EU) No 1907/2006 concerning the Registration, Evaluation, Authorisation and Restriction 

of Chemicals (REACH).  According to Regulation (EC) No 1907/2006 REACH, article 33 § 1, It is up to us to inform you only about 

the presence of substances SVHC in articles that we deliver. So, if any of the products contained on the 

SVHC or Annex XIV would be used in our products we would automatically report on it. 

 
Decreto Ministeriale (D.M.) of 21/03/1973 Disciplina igienica degli imballaggi, recipienti, utensili, 

destinati a venire in contatto con le sostanze alimentari o con sostanze d'uso personale (Ministerial 

Decree of 21 March 1973 concerning the hygiene requirements of packages, containers and tools destined 

to come into contact with food or substances for personal use) 

` 

 

 
 
 
 

 
 
 
 
 

 

 
 
 
 
 
 
 

 
 

 
 
 
  

 

 
 

 
 

PT High Pressure 
Hose Pumps 

Original Instruction 
2023 | rev.1 Read this instruction manual carefully,  before you install and operate the pump 

Pump models: 
PT/PXT 

5 
10 
15 
20 
25 
32 
38 
40 
51 
60 
65 
80 

80L 
100 
125 

 
 

 
 
 
 
 
 
 

IOM manual 

• datasheet for every hose 

• explicit shimming chart

• certificates can be provided upon special request

• horizontally packed on a pallet  -  hoses can also be bent 
to optimize transport costs 

• packed in blue foil for better storage and transport

• clear sticker label for precise part identification 

• inalterable hose marking for better identification even  
in the most demanding applications

Professional packaging

• designed not only for Tapflo hose pumps but also compatible 
with most other pump manufacturers

• increasing efficiency & reliability of your hose pump

Compatible for other brands

• over 7000 hoses available directly from our stock

• fast delivery worldwide

• materials: NR (FDA), NBR (FDA), EPDM (FDA), CSM

• sizes: from ID5 up to ID125mm

• types: extruded hoses, standard hoses, special hoses  
(full EPDM, special lengths)

• special hoses with extra reinforcement for the most  
difficult applications (ex. filter press)

Widest choice & quickest delivery 

Certificates may vary depending on the material execution of a particular product.

REACH
Compliant

ROHS
Compliant

This brochure is for informational purposes only and does not constitute an offer

For more information, 
visit www.tapflo.com 
or contact us:

Documentation & Certification


